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» The Light Source Space and Quality Driver
Space are designed separately
» Wing slip bolt, Toolless beam angle adjustment,

Toolless installation
» 10mm Tempered Glass(resist 20 Joule impact) E P'OZ 'G4
» All connectors of lamp are made of SUS 304 material . .
» Explosion-proof surface width >10mm LE D Exp I osion- p ro Of L | g ht
Power 30W/50W/60W/80W/100W | 120W/150W/180W/200W/240W | 400W/500W | 800W/1000W

Input Voltage | AC120~277V 50/60Hz
Beam Angle | 30°/60°/90°/120°

CRI 80

CCT 3000K/4000K/5000K/5700K

Size 335 x 200 x 231 mm 399 x 251 x 274 mm 412 x 190 x 653 mm 763 x 190 x 664 mm

Weight 6.65kg (14.66lbs) 10.30kg (22.70Ibs) 23.50kg (51.81lbs) 43.20kg (95.241bs)
P1 Bracket mount

Ex-marking

*Exdb IICT6 or TS Gb
* Ex tb 1lIC T80°C or T100°C

Application

¢ Class I, Division 1, Groups C, D 120W~240W
e Class |, Division 2, Groups A, B, C,D """ - rrmrrrmormmosmssoomosmos s s s s
* Class I, Division 2, Groups E,F, G
* Class lll

» Zone 1,Group IIC

» Zone 2,Group IIC

» Zone 21,Group IIIC

» Zone 22,Group IIIC

P2 Street mount P3 Flanged mount P4 Hanging mount
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» The Light Source Space and Quality Driver
Space are designed separately
» Wing slip bolt, Toolless beam angle adjustment,
Toolless installation
» 10mm Tempered Glass(resist 20 Joule impact)
» All connectors of lamp are made of SUS 304 material
» Explosion-proof surface width >10mm

EP-02-G5

LED Explosion-proof Light

Power 60W/80W/100W 120W/150W200W

Input Voltage AC120~277V 50/60Hz AC120~277V 50/60Hz
Beam Angle 30°/60°/90°/120° 30°/60°/90°/120°

CRI 80 80

CCT 3000K/4000K/5000K/5700K 3000K/4000K/5000K/5700K
Size 501 x 132 x 269 mm 1002 x 132 x 269 mm
Weight 7.90kg (17.42lbs) 12.00kg (26.46lbs)
Ex-marking

*Exdb IICT6 or TS Gb
* Ex tb 1lIC T80°C or T100°C

Application

* Class |, Division 1, Groups C, D

* Class I, Division 2, Groups A, B, C, D
* Class ll, Division 2, Groups E,F, G

* Class Il

» Zone 1,Group IIC

» Zone 2,Group IIC

» Zone 21,Group IlIC

» Zone 22,Group IlIC
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LED Sports Light

LED Flood Lig

LED Street Light
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LED Explosion-proof Light

LED Solar Light




Others Optional

P2 Street mount P3 Flanged mount Explosion-proof elbow Stainless steel tube Explosion-proof joint

Explosion-proof flexible
connecting tube

Explosion-proof cable
clamp close sealing joint

Explosion-proof Impact resistant cover

connection box

ALU-Reflector SPD Ceiling ring Safety rope Chain
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SL-01-G2
LED SOLAR STREET LIGHT

s F S 2 S s - 6 )
A = :
Unique integration ~ Power control Original new Effi. management Rotating Control mode Multiple security
design LiFePO, battery solar panel management protections
Solar Panel 50W/18V 90W/18V 120W/18V 120W/18V*2pcs
Lithium Battery 18AH/12.8V 30AH/12.8V 48AH/12.8V 42AH/25.6V
Lamp Power 30W 50W 80W 100W
Beam Angle Type 11-S(140*85°)
Solar Panel size 670 x 440 mm 670 x 760 mm 670 x 1015 mm 670 x 1015 mm*2pcs
Lighting time 5-7 Rainy day (full charged)
Pole top diameter | @50-60mm @50-60mm @50-60mm @50-60mm
Weight 12.00kg(26.5Ibs) 17.00kg(37.5lbs) 24.00kg(52.91bs) 40.00kg(88.2Ibs)
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LED SOLAR STREET LIGHT
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SL-01-G3
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Unique integration Power control Original new Effi. management ALL-IN-ONE Microave Control mode Multiple security
design LiFePO, battery motion sensor management protections
Solar Panel 50W/18V 90W/18V 120W/18V
Lithium Battery 18AH/12.8V 30AH/12.8V 42AH/12.8V
Lamp Power 30w 50W 70W

Beam Angle

Type 1I-M(160*80°)

Solar Panel size

1045 x 383 mm

1513 x 383 mm

2017 x 383 mm

Lighting time 5-7 Rainy day (full charged)
Pole top diameter | @60-78mm @60-78mm @60-78mm
Weight 18.00kg(39.7Ibs) 21.00kg(46.3Ibs) 31.00kg(68.3Ibs)
Timing Dimming
Light Output
100%
80%-
60%-1
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pm pm pm am
Sensing Options
Light Output
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SL-01-G5
LED SOLAR LIGHT
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Unique integration Power control Original new Effi. management ALL-IN-ONE Control mode Multiple security
design LiFePO, battery management protections
Solar Panel 20W/6V Full cut optical to anti light pollution
Lithium Battery 36AH/3.2V 5
No Light above 90° i 90°

Lamp Power BW(Max) Light<10% — — = ; - = _

. e i
Beam Angle 90 :
Solar Panel size | @459 mm i
Lighting mode Mode ON/A/B/C/OFF i

1

Pole top diameter | ©60-76.2 mm i
Weight 4.10kg(9.04Ibs) ‘30"

Lamp switch button mode

Long press -

Point switch
3 level cycle

u

fejele
OFF A B C

Multi-modes to meet different seasons
and regions

Suitable for summer mode
Mode A : At night, T1:100%-3hr, T2:100%-2hr,
T3: 80%-6hr, T4: 100%-1hr;

Suitable for spring and autumn mode
Mode B : At night, T1:100%-3hr, T2:80%-2hr,
T3: 50%-6hr, T4: 100%-1hr;

Suitable for winter mode
Mode C : At night, T1:80%-3hr, T2:50%-2hr,
T3: 20%-10hr.

LED Flood Light | LED Highbay Light | LED Sports Light

LED Street Light

LED Explosion-proof Light

@ www.siamled.co.th
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LED SOLAR LIGHT T ] I.ED GAS STATION Light

SL-02-G1 .
@ % 1 70Im/W QWII‘

: _ D) (7 D
Solar Panel 10W/10V 20W/10V - 175
Lithium Battery 3AH/6.4V 12AH/6.4V 550,000h Zhaga
L) D) ,
Lamp Power 6W 20W
Beam Angle 140*68°(Polarized 30°) A
-
Solar Panel size| 360 x 196 mm | 360 x 344 mm ] < ] O
Lighting time 5-7 Rainy day (full charged) ' r 6 6 09
. . . ») _,
Weight 2.50kg(5.51bs) | 4.3kg(.5lbs) ol panel conior  monagoment protsctons

LED SOLARLIGHT 140...
SL-02-G2

» Nicely Design, Easy to Install

» Anti-UV PC Lens > 95% Light Transmission G S'01 'G7
1 70 » 10KV/20KV SPD
@ % Im/W » ON/OFF / 0-10V Dimmable / Zigbee LE D GAS STATI 0 N LI G HT
Solar Panel 20W/10V 35W/10V
Lithium Battery 12AH/6.4V 18AH/6.4V Power 80W/100W/120W/150W
Lamp Power 10W 20W Input Voltage AC120~277V 50/60Hz
Beam Angle Type 1(140*68°) Beam Angle 30°/60°/90°/150°
Solar Panel size| 507 x 287 mm | 612 x 330 mm g; ] IZI O CRI 80
Lighting time 5-7 Rainy day (full charged) nid r CCT 3000K/4000K/5000K/5700K
Weight 4.0kg(8.8Ibs) | 4.80kg(10.61bs) ALLIN-ONE SR e oy Size 412 x 449 x 97 mm
Weight 7.80kg (17.20Ibs)

LED SOLAR LIGHT e mon st ot
SL-03-G2

P 170..

Solar Panel 5W/5V -
Lithium Battery 8000mAH/3.7V =
N

Lamp Power 2.5W(Max) ;
Beam Angle 120 E - O E
Solar Panel size|, 262 mm . -‘j K zl =
Lighting Mode Mode 1/2/3/OFF ALL-IN-ONE PIR Control mode  Multiple security I;,
sensor management protections ",

Weight 1.8kg(4.0lbs) <
S

Q

w
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01-G6 Series 01-G5 Series 01-G4 Series 'g U N

60VV/80W/100W/120W/150W B60VV/80W/100W 60VV/80W/100W >50,000h Ehotocell
Power Power Power

180W/200W 120W/150W 120W/150W
Input Voltage | AC120~277V 50/60Hz Input Voltage | AC120~277V 50/60Hz Input Voltage | AC120~277V 50/60Hz R
Beam Angle | 120*90°/60°/120° Beam Angle |120° Beam Angle | 120°
Effi. 120Im/W Effi. 140Im/W Effi. 140Im/W
Weight 7 12kg (15.69Ibs) Weight 5.50kg (12.12Ibs)(Min) Weight 7.70kg (16.981bs)(Min) 65 10

A

140..

01-G3 Series 01-G2 Series 01-G1 Series
. o/ 1 .

. B60W/80W/100W/120W/150W A 30W N 60W/80W » |K10 Anti-UV PC Lens >95% Light Transmission

180W/200W 60W 100W/120W/150W
Input Voltage| AC120~277V 50/60Hz Input Voltage | AC120~277V 50/60Hz Input Voltage | AC120~277V 50/60Hz » 10KV/20KV SPD WP 01 G 4
Beam Angle | 120° Beam Angle | 120° Beam Angle | 80° ON/OEF / 0-10V Di ble / Phot I = =
Effi. 150im/W Effi. 130Im/W EFfi. 140Im/W > / 0- Immable otoce
Weight 7.70kg (16.981bs)(Vin) Weight 2.20kg (4.851bs) Weight 7.10kg (15.65lbs)(Min) » Anti Light pollution L E D W AL L P Ac K LI G H T

Power 30W/50W 80W/100W

Input Voltage | AC120~277V 50/60Hz AC120~277V 50/60Hz
Beam Angle 130x60° 130x60°

CRI 80 80

CCT 3000K/4000K/5000K/5700K 3000K/4000K/5000K/5700K
Size 235 x 108 x 165 mm 324 x 128 x 194mm
Weight 1.85kg (4.10lbs) 3.10kg (6.83Ibs)

01-G3 Series 01-G2 Series 01-G1 Series

Power 30W/50W/70W/80W/100W Power 30W/50W/70W/80W/100W Power 20W/30W

Input Voltage | AC120~277V 50/60Hz Input Voltage | AC120~277V 50/60Hz Input Voltage | AC120~277V 50/60Hz
Beam Angle | 120° Beam Angle | 120° Beam Angle | 120°

Effi. 125Im/W Effi. 120Im/W Effi. 110Im/W

Weight 2.13kg (4.70lbs)(Min) Weight 1.45kg (3.20Ibs)(Min) Weight 1.20kg (2.65Ibs)

LED Wallpack Light

48/ SiamLED Co.Ltd. @ www.siamled.co.th @ www.siamled.co.th SiamLED Co.Ltd. / 49



