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LED High Bay ECO Series
SL-HBE-200

Application

Specification

Ordering Data

Accessories Optionals

Model Watt CCT Beam 

ãªŒÊÓËÃÑºµÔ´µÑé§¾×é¹·Õèà¾´Ò¹ÊÙ§ àª‹¹ âÃ§§Ò¹ÍØµÊÒË¡ÃÃÁ
¤ÅÑ§ÊÔ¹¤ŒÒ ËŒÒ§ÊÃÃ¾ÊÔ¹¤ŒÒ Ê¹ÒÁ¡ÕÌÒ à»š¹µŒ¹ 

www.siamled.co.thSiamLED Co.,Ltd.

SL-HBE-200 200W 3000K
4000K
5000K
6000K

60D
90D
120D

LED Type :
LED QTY :
System Efficacy :
Luminous Flux :

: TCC
Beam Angle :

: IRC

Optical Data

Mechanic Data

Optional Info.

Electrical Data

Philips Lumiled 
280pcs 
160LM/W
32000LM
3000K, 4000K, 5000K ,6000K

™ 06,™ 09,™ 021
>70/>80

Power Supply :
Input Voltage :
System Power Consumption :
Power Factor :
Total Harmonic Distortion :
Surge protection :

Sosen
AC100~277, 50/60Hz
200±5W
>0.95
<15%
6kv

Ingress Protection :
Life Span :
Fixture Material :
Storage Temperature :
Operating Temperature :
Outlook Dimensions :
Luminaire Net Weight : 

IP65
>50000Hrs
Aluminum Alloy

C™ 06+~04-
C™ 05+~03-

375x200 mm
4.3kg

Installation Methods :
Fixture Color :

Hook Installation / Ceiling Mounting
Black Body

Optic lens Safety chain

375 mm
20

0 
mm


